
Pantheon Lighting

PAF2 LED Area, Wall, and Flood Luminaire

Pantheon IES File Watts

Delivered 

Lumens LPW BUG IES Distribution

Longitudinal 

Classification CU Street CU House CCT

PAF2-65W-40K-T3-C 67.6 6823 100.9 B2-U0-G2 TYPE III SHORT 70.1 29.9 4000K

PAF2-65W-40K-T3-VISOR 67.6 3987 59.0 B1-U0-G1 TYPE III VERY SHORT 86.3 13.7 4000K

PAF2-65W-50K-T3-C 67.6 7089 104.9 B2-U0-G2 TYPE III SHORT 70.1 29.9 5000K

PAF2-65W-50K-T3-VISOR 67.6 4143 61.3 B1-U0-G1 TYPE III VERY SHORT 86.3 13.7 5000K

PAF2-65W-30K-T4-C 67.6 6158 91.1 B1-U1-G2 TYPE IV SHORT 86.5 13.5 3000K

PAF2-65W-30K-T4-VISOR 67.6 3879 57.4 B1-U0-G1 TYPE IV VERY SHORT 90.1 9.9 3000K

PAF2-65W-40K-T5-C 67.6 6508 96.3 B2-U0-G0 TYPE VS VERY SHORT 48.2 51.8 4000K

PAF2-65W-50K-T5-C 67.6 6762 100.0 B2-U0-G0 TYPE VS VERY SHORT 48.2 51.8 5000K

PAF2-81W-40K-T1-C 84.2 10109 120.1 B3-U0-G1 TYPE I SHORT 45.8 54.2 4000K

PAF2-81W-50K-T1-C 84.2 10503 124.7 B3-U0-G2 TYPE I SHORT 45.8 54.2 5000K

PAF2-81W-30K-T2-C 84.2 9268 110.1 B2-U0-G1 TYPE II SHORT 74.1 25.9 3000K

PAF2-81W-40K-T2-C 84.2 9644 114.5 B2-U0-G2 TYPE II SHORT 74.1 25.9 4000K

PAF2-81W-50K-T2-C 84.2 10019 119.0 B2-U0-G2 TYPE II SHORT 74.1 25.9 5000K

PAF2-81W-30K-T3-C 84.2 10181 120.9 B2-U0-G2 TYPE III SHORT 70.1 29.9 3000K

PAF2-81W-30K-T3-VISOR 84.2 5950 70.7 B1-U0-G1 TYPE III VERY SHORT 86.3 13.7 3000K

PAF2-81W-40K-T3-C 84.2 10594 125.8 B2-U0-G2 TYPE III SHORT 70.1 29.9 4000K

PAF2-81W-40K-T3-VISOR 84.2 6191 73.5 B1-U0-G1 TYPE III VERY SHORT 86.3 13.7 4000K

PAF2-81W-50K-T3-C 84.2 11007 130.7 B2-U0-G2 TYPE III SHORT 70.1 29.9 5000K

PAF2-81W-50K-T3-VISOR 84.2 6432 76.4 B1-U0-G1 TYPE III VERY SHORT 86.3 13.7 5000K

PAF2-81W-30K-T4-C 84.2 9563 113.6 B1-U1-G2 TYPE IV SHORT 86.5 13.5 3000K

PAF2-81W-30K-T4-VISOR 84.2 6023 71.5 B1-U0-G2 TYPE IV VERY SHORT 90.1 9.9 3000K

PAF2-81W-40K-T4-C 84.2 9950 118.2 B1-U1-G2 TYPE IV SHORT 86.5 13.5 4000K

PAF2-81W-40K-T4-VISOR 84.2 6267 74.4 B1-U0-G2 TYPE IV VERY SHORT 90.1 9.9 4000K

PAF2-81W-50K-T4-C 84.2 10338 122.8 B1-U1-G2 TYPE IV SHORT 86.5 13.5 5000K

PAF2-81W-50K-T4-VISOR 84.2 6511 77.3 B1-U0-G2 TYPE IV VERY SHORT 90.1 9.9 5000K

PAF2-81W-30K-T5-C 84.2 9712 115.3 B3-U0-G1 TYPE VS VERY SHORT 50.0 50.0 3000K

PAF2-81W-40K-T5-C 84.2 10106 120.0 B3-U0-G1 TYPE VS VERY SHORT 50.0 50.0 4000K

PAF2-81W-50K-T5-C 84.2 10499 124.7 B3-U0-G1 TYPE VS VERY SHORT 50.0 50.0 5000K

PAF2-81W-50K-NB-C 84.2 10329 122.7 B4-U3-G1
NARROW 30° 

BEAM
VERY SHORT 49.3 49.3 5000K

PAF2-112W-40K-T1-C 121 14644 121.0 B3-U0-G2 TYPE I SHORT 45.8 54.2 4000K

PAF2-112W-50K-T1-C 121 15214 125.7 B3-U0-G2 TYPE I SHORT 45.8 54.2 5000K

PAF2-112W-40K-T2-C 121 13970 115.5 B2-U0-G2 TYPE II SHORT 74.1 25.9 4000K

PAF2-112W-50K-T2-C 121 14514 120.0 B2-U0-G2 TYPE II SHORT 74.1 25.9 5000K

PAF2-112W-40K-T3-C 121 15346 126.8 B3-U0-G3 TYPE III SHORT 70.1 29.9 4000K

PAF2-112W-40K-T3-VISOR 121 8561 70.8 B1-U0-G1 TYPE III VERY SHORT 86.3 13.7 4000K

PAF2-112W-50K-T3-C 121 15944 131.8 B3-U0-G3 TYPE III SHORT 70.1 29.9 5000K

PAF2-112W-50K-T3-VISOR 121 8894 73.5 B2-U0-G1 TYPE III VERY SHORT 86.3 13.7 5000K

PAF2-112W-30K-T4-C 121 12986 107.3 B2-U1-G3 TYPE IV SHORT 86.5 13.5 3000K

PAF2-112W-30K-T4-VISOR 121 8329 68.8 B1-U0-G2 TYPE IV VERY SHORT 90.1 9.9 3000K

PAF2-112W-40K-T4-C 121 13513 111.7 B2-U1-G3 TYPE IV SHORT 86.5 13.5 4000K

PAF2-112W-40K-T4-VISOR 121 8666 71.6 B1-U0-G2 TYPE IV VERY SHORT 90.1 9.9 4000K

PAF2-112W-50K-T4-C 121 14039 116.0 B2-U1-G3 TYPE IV SHORT 86.5 13.5 5000K

PAF2-112W-50K-T4-VISOR 121 9004 74.4 B1-U0-G2 TYPE IV VERY SHORT 90.1 9.9 5000K

PAF2-112W-30K-T5-C 121 13161 108.8 B3-U0-G1 TYPE VS VERY SHORT 50.0 50.0 3000K

PAF2-112W-40K-T5-C 121 13637 112.7 B3-U0-G1 TYPE VS VERY SHORT 50.0 50.0 4000K

PAF2-112W-50K-T5-C 121 15209 125.7 B3-U0-G1 TYPE VS VERY SHORT 50.0 50.0 5000K

PAF2-112W-50K-NB-C 121 14282 118.0 B5-U3-G1
NARROW 30° 

BEAM
VERY SHORT 49.3 49.3 5000K


